
HERADESIGN® LED
HERADESIGN® LED is an integrated LED lighting system installed with HERADESIGN® 

wood wool ceiling and wall panels. Used to create stylish interiors as well as acoustically 
sound environments, HERADESIGN® LED offers a flexible and easy to install system solution 
to meet your project needs.
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Design

The LED light consists of a light holder profile,
a 1200mm LED light and a plastic diffuser cover.

Housing: anodised aluminium
Colour: natural
Light cover: Impact-resistant PMMA
IP code: IP 20

1  Light holder profile
2  LED light
3  Diffuser

Dimensions [mm]

Technical lighting data

Light intensity: about 4000 lm
Colour temperature: 4000 K
Light-emitting surface: diffuse
Colour rendering index: Ra > 80
Colour tolerance: 3 SDCM

Light distribution:
LDT file available for lighting calculation

Electrical data

Output: 24 V DC SELV
Operating voltage: ca. 40 W (33 W/m)
Dimmable: Yes, with dimmable converter

PLEASE NOTE: Converter (LED driver) is not included.
 Only use converters with a constant 24 V supply.
 The electrical connection must be completed by a specialist company.

Lighting connection Light connection cable Mini-connector system with connector L = 550mm.
Connection cable included.

Ambient conditions/
service life

Ambient temperature: 0 to 40°C
Area of use: Dry indoor areas
Service life L90: > 60,000 hours
Not suitable for damp areas, outside use or areas requiring ball impact resistance.

Cleaning and maintenance Use a soft, moist cloth to clean the light. Never use abrasive cleaning cloths.

Installation Suitable for installation with HERADESIGN® acoustic ceilings with a panel thickness of 25mm.
Edge detail: AK-01 and GK

Packaging unit [pcs.] Individually in cartons. May vary depending on order quantity.

Storage Products should be stored in a dry place, and protected from sunlight.
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INSTALLATION

The following installation instructions refer to  HERADESIGN® LED lights installed on a suspended substructure made of CD profiles.
These instructions can also be used for wood wool panels or wall installations.

1. 2.

The lightholder profile is screwed onto the upper layer of the substructure.
One self-tapping screw is used per intersection.

Adjacent HERADESIGN® panels are placed on the light holder profile and
turned upwards.

3. 4.

The panels are then attached to the CD profiles using HERADESIGN®

screws.
HERADESIGN® screws are used to fasten the HERADESIGN® panels to
the light holder profile. Pre-drilling with a 3mm drill bit is required. Selftapping
screws of the same dimensions can also be used.

5. 6.

The second part of the connection cable is connected to the converter.
The connector is fed through the light holder profile from above.
The LED light can then be connected and clicked into the light holder profile.
It can be removed again by rotating the integrated set screw.

The diffuser is then inserted into the light holder profile.
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Products may vary from country to country. Please contact your local sales representative. 
For further information and legal notice, please visit our website.
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