
Suspension System for METAL Ceilings 

METAL Wall Bracket + G-Profile

Key features
•	For corridor ceiling installations 
•	Installed on wall brackets, fixed to the walls
•	Full range of accessories with multiple suspension options
•	Panels with swing-down function

Application areas
•	Used in corridors where the panels simply span between walls		

					   
Systems
•	METAL F-H 600 Swing 

Item reference Description Dimensions (mm) Material Colour
Content/carton Weight/carton 

kgpcs lm

M311007BK Wall bracket 100 x 100 x 59 Galvanised steel Black 10 – 2.0

55 30

20

25250

M300171B G-Profile 4000 x 55 x 25 Galvanised steel RAL 9010 10 40 19.0

M311303B Hexagonal bolt M6 x 16 mm M6 x 16 Galvanised steel – 500 – 2.5

M311103B Hexagonal nut M6 M6 x 5 Galvanised steel – 1000 – 3.0

M311305B Washer M6 18 x 1.6 mm Ø 18 x 1.6 Galvanised steel – 200 – 0.6

Suspension system for exposed corridor Hook-On solutions

Wall Bracket & Accessories



Suspension System for METAL Ceilings 

METAL Wall Bracket + G-Profile
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Products may vary from country to country. Please contact your local sales representative. 
For further information and legal notice, please visit our website.
knaufceilingsolutions.com

System Drawing

Spacing Parameters

METAL Spacing Parameters

a2 (mm) 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900 2000 2100 2200 2300 2400 2500 2600 2700 2800 2900 3000 3100 3200 3300

a1 (mm) 1800 1800 1650 1600 1500 1400 1350 1300 1250 1200 1150 1100 1050 1000 1000 950 950 900 900 850 850 800 800 750
a1* (mm) 1700 1600 1500 1450 1350 1300 1250 1200 1150 1100 1050 1050 1000 950 950 900 900 850 850 800 800 750 750 750

* System with additional load + 4 kg/m²
a1 = Distance between Wall Brackets, a2 = Distance between G-Profiles

Typical ceiling weight = Metal 10.5 - 27.0 kg/m² corridor (Indicative values for unperforated products, including suspension components, no additional load)
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All measurements in millimetres. All sizes are nominal.

Fire reaction Euroclass A1 
as per EN 13501-1

RUS KM0 (NG) / KM1 (G1, V1, D1, T1) 
as per 123-FZ

Indoor air 
quality

A+

Cleanability

Sustainability
EN ISO 14021

≈14%

Design options


