
Design-Anwendungen 

PERFECTLINE XL²

Wesentliche Merkmale
• 6 mm Fuge für ein monolithischeres Aussehen mit Tegular 15 Mineralplatten
• Ungestanzte 1200/1350 mm Querschienen für große Platten
• Peakform : patentiertes Design für Stärke, Stabilität und  

einfachen Zuschnitt

Anwendungsbereiche
• Empfangsbereiche / Großraumbüros / Einzelbüros 

Physische Daten
• Material: Verzinkter Stahl
• Oberflächenbeschichtung: Eingebrannter Polyesterlack
• Farbe: Alle Produkte sind in Weiß oder Weiß mit schwarzer  

Schattennut erhältlich  

Artikelbezeichnung
Abmessungen (mm) Inhalt/Karton Gewicht/

Karton 
kg

Kartons/
PaletteLänge Breite Höhe

Konnektorstanz-
ungsabstände

St. lfm

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL360GW 3600 15 45 600 20 72,00 22,40 40

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL312,5GW 3125 15 45 625 20 62,50 19,40 40

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL270GW 2700 15 45 675 20 54,00 16,80 40

Sichtbares Schienensystem 15 mm mit Schattennut und vorgefertigten Gehrungsverbindungen - System C

PERFECTLINE XL² | Hauptschienen weiß

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL360GR 3600 15 45 600 20 72,00 22,40 40

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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45
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL135GW 1350 15 45 675 20 27,00 8,30 40

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL135NGW 1350 15 45 – 20 27,00 8,30 40

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL125GW 1250 15 45 625 60 75,00 23,00 35

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL120GW 1200 15 45 600 60 72,00 22,10 35

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL120NGW 1200 15 45 – 60 72,00 22,10 35

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL67,5GW 675 15 45 – 60 40,50 12,50 70

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL62,5GW 625 15 45 – 60 37,50 11,60 70

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL60GW 600 15 45 – 60 36,00 11,10 70

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL30GW 300 15 45 – 120 36,00 11,10 70

PERFECTLINE XL² | Hauptschienen weiß mit schwarzer Schattennut

PERFECTLINE XL² | Querschienen weiß (Steck-System) 

Profilansichten

PERFECTLINE XL2 | Hauptschienen weiß

PERFECTLINE XL2 | Querschienen (Steck-System)

  

Länge
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Länge
1350 675 675

1250 625 625

1200 600 600

Länge
1350 / 1200 / 675 / 625 / 600 / 300

45

15

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.

[2019-12]

PL120GR 1200 15 45 600 60 72,00 22,10 35

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300
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45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL120NGR 1200 15 45 – 60 72,00 22,10 35

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL60GR 600 15 45 – 60 36,00 11,10 70

SILHOUETTE 6 mm - XL
Exposed 15 mm grid system with channel feature and pre-mitred intersections
Key features
• 6 mm reveal for a more monolithic appearance with MicroLook 90 

mineral and wood tiles
• Unnotched   1200/1350 mm Cross Tees for large tiles design
• Peakform : patented design for strength, stability and easier to cut
• Rotary stitched: strength and extra stability

Application areas

Physical data
• Material: galvanised steel
• Surface finish: baked polyester paint
• Colour: available in Global White or Global White with black reveal

SILHOUETTE 6 mm - MAIN RUNNER Global White (by-pass connection)

87 30 82 1200 45 60 72.00 22.10 35
87 71 82 1200 45 60 72.00 22.10 35
87 31 82 1250 45 60 75.00 23.00 35
87 33 82 1350 45 20 27.00 8.30 40
87 73 82 1350 45 20 27.00 8.30 40

87 20 82 600 45 60 36.00 11.10 70
87 21 82 625 45 60 37.50 11.60 70
87 23 82 675 45 60 40.50 12.50 70
87 24 82 300 45 120 36.00 11.10 70

87 30 82 BI 1200 45 60 72.00 22.10 35
87 71 82 BI 1200 45 60 72.00 22.10 35

87 20 82 BI 600 45 60 36.00 11.10 70
87 24 82 BI 300 45 120 36.00 11.10 70

Item Nr. Dimensions Content / Carton Weight / Carton Cartons / Pallet
length (mm) height (mm) pcs lm kg

87 40 82 3600 45 20 72.00 22.40 40
87 39 82 3125 45 20 62.50 19.40 40
87 44 82 2700 45 20 54.00 16.80 40

 
87 40 82 BI 3600 45 20 72.00 22.40 40

Silhouette 6 mm - Main Runners Silhouette 6 mm - XL2 Cross Tees

Length
3600 300 600 3 x 600 600 300
3125 312,5 625 2 x 625 625 312,5
2700 337,5 675 675 675 337,5

Length
1350 675 675
1250 625 625
1200 600 600

 1350 / 1200 / 675 / 625 / 600 / 300

6

45

6

45

45

6

6

45

45

6

6

45

SILHOUETTE 6 mm - MAIN RUNNER Global White with black reveal (by-pass connection)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White (stab system)

SILHOUETTE 6 mm - XL  PEAKFORM CROSS TEES Global White with black reveal (stab system)

SECTION DRAWINGS

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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PL30GR 300 15 45 – 120 36,00 11,10 70

PL-T1924HD 3000 19 24 – 36 108,00 18,30 49

PERFECTLINE XL² | Querschienen weiß mit schwarzer Schattennut (Steck-System)

PERFECTLINE XL² | Randwinkel weiß
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Design-Anwendungen 

PERFECTLINE XL²

Belastungstabelle | Maximal zulässiges Gewicht (kg/m²)

Details

Systemzeichnung - System C

1

2

3

4

5

A

C

D
B

Hauptschienenabstand 1200 mm 1250 mm 600 mm 625 mm
Abhängerabstand A (mm) Modul 600x600, 

1200x600
Modul 625x625, 

1250x625
Modul 600x600, 

1200x600
Modul 625x625, 

1250x625
800 13,6 11,9 25,0 25,0
1000 10,3 9,3 25,0 25,0
1200 7,1 6,6 15,7 15,1
1500 3,4 3,3 7,5 7,2

Anmerkung:
Die Last pro m² muss gleichmäßig verteilt sein (keine zusätzlichen Punktlasten). Nach der 
Belastung bleibt die Durchbiegung innerhalb der zulässigen Durchbiegung gemäß Klasse 1 
(L/500) der EN 13964, sofern das Schienensystem wie abgebildet aufgebaut ist. 

Bei anderen Rasterlayouts, Belastungen oder Hängerabständen wenden Sie sich bitte direkt an Knauf Ceiling Solutions.

GRID LOAD CAPACITY

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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SILHOUETTE 6 mm - XL2 System
The following table gives the maximum permitted hanger distance (mm) along the  
Silhouette 6mm Main Runner (87 40 82) for the tile weights and Main Runner spacings noted.

•    Values in the above table conform to Class 1 as defined in EN 13964:2014 table 6. 
For other classes/deflection limits please contact your local Armstrong Technical Sales team.

•    Values are applicable for 600 x 600 mm tiles assuming that the maximum deflection of the 
grid is L/500 but not greater than 4 mm (L = span).

•    e detectors, sprinklers, hanging 
signs etc. are permitted.

•    No overlays such as mineral wool or fibre glass quilts, as may be required for enhanced 
acoustic, fire or thermal performance, are permitted unless their full weight is established and 
included, together with the weight of the tile, within the appropriate weight groups.

Silhouette 6 mm Main Runner - 87 40 82
Main Runner 
centres (mm) 1200 600

Cross Tee(s) 87 30 82
87 20 82

87 20 82

Configuration
(Main Runner

horizontal)

Weight of ceiling tile 
(kg/m2) Maximum suspension spacing along Main Runner (mm)  

2.5 kg/m² 1700 2000
3.0 kg/m² 1600 2000
3.5 kg/m² 1550 1900
4.0kg/m² 1500 1850
5.0 kg/m² 1400 1750
5.5 kg/m² 1350 1700
6.0 kg/m² 1300 1650
7.0 kg/m² 1250 1550
8.5 kg/m² 1150 1500
10.5 kg/m² 1100 1400
13.0 kg/m² 1050 1300

MR MR

MR

MR

• Vorgefertigte Gehrungsverbindungen
• Auswahl zwischen 1200/1350 mm Querschienen mit oder ohne vorgefertigten Gehrungsverbindungen
• PERFECTLINE XL² mit 6 mm Schattennut wird standardmäßig in Weiß und in Weiß mit schwarzer Schattennut geliefert

Haupt- und Querschienen mit Gehrungsverbindungen, 
mit oder ohne schwarze Schattennut

Haupt- und Querschienen ohne Gehrungsverbindungen, 
mit oder ohne schwarze Schattennut

Ansicht der Gehrungsverbindungen von unten

MCC4 G 
Gehrungsverschluss-Clip

Randlösungen

Ansicht

Ansicht

Querschiene zugeschnitten für Randwinkel

Querschiene zugeschnitten für Stufenrandwinkel

GRID LOAD CAPACITY

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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SILHOUETTE 6 mm - XL2 System
The following table gives the maximum permitted hanger distance (mm) along the  
Silhouette 6mm Main Runner (87 40 82) for the tile weights and Main Runner spacings noted.

•    Values in the above table conform to Class 1 as defined in EN 13964:2014 table 6. 
For other classes/deflection limits please contact your local Armstrong Technical Sales team.

•    Values are applicable for 600 x 600 mm tiles assuming that the maximum deflection of the 
grid is L/500 but not greater than 4 mm (L = span).

•    e detectors, sprinklers, hanging 
signs etc. are permitted.

•    No overlays such as mineral wool or fibre glass quilts, as may be required for enhanced 
acoustic, fire or thermal performance, are permitted unless their full weight is established and 
included, together with the weight of the tile, within the appropriate weight groups.

Silhouette 6 mm Main Runner - 87 40 82
Main Runner 
centres (mm) 1200 600

Cross Tee(s) 87 30 82
87 20 82

87 20 82

Configuration
(Main Runner

horizontal)

Weight of ceiling tile 
(kg/m2) Maximum suspension spacing along Main Runner (mm)  

2.5 kg/m² 1700 2000
3.0 kg/m² 1600 2000
3.5 kg/m² 1550 1900
4.0kg/m² 1500 1850
5.0 kg/m² 1400 1750
5.5 kg/m² 1350 1700
6.0 kg/m² 1300 1650
7.0 kg/m² 1250 1550
8.5 kg/m² 1150 1500
10.5 kg/m² 1100 1400
13.0 kg/m² 1050 1300

MR MR

MR

MR

6

GRID LOAD CAPACITY

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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SILHOUETTE 6 mm - XL2 System
The following table gives the maximum permitted hanger distance (mm) along the  
Silhouette 6mm Main Runner (87 40 82) for the tile weights and Main Runner spacings noted.

•    Values in the above table conform to Class 1 as defined in EN 13964:2014 table 6. 
For other classes/deflection limits please contact your local Armstrong Technical Sales team.

•    Values are applicable for 600 x 600 mm tiles assuming that the maximum deflection of the 
grid is L/500 but not greater than 4 mm (L = span).

•    e detectors, sprinklers, hanging 
signs etc. are permitted.

•    No overlays such as mineral wool or fibre glass quilts, as may be required for enhanced 
acoustic, fire or thermal performance, are permitted unless their full weight is established and 
included, together with the weight of the tile, within the appropriate weight groups.

Silhouette 6 mm Main Runner - 87 40 82
Main Runner 
centres (mm) 1200 600

Cross Tee(s) 87 30 82
87 20 82

87 20 82

Configuration
(Main Runner

horizontal)

Weight of ceiling tile 
(kg/m2) Maximum suspension spacing along Main Runner (mm)  

2.5 kg/m² 1700 2000
3.0 kg/m² 1600 2000
3.5 kg/m² 1550 1900
4.0kg/m² 1500 1850
5.0 kg/m² 1400 1750
5.5 kg/m² 1350 1700
6.0 kg/m² 1300 1650
7.0 kg/m² 1250 1550
8.5 kg/m² 1150 1500
10.5 kg/m² 1100 1400
13.0 kg/m² 1050 1300

MR MR

MR

MR
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Ref. Abstand (mm)
A  1200
B 1200
C max. 600
D 600

1   Hauptschiene

2   Lange Querschiene 

3   Kurze Querschiene

4   Abhänger

5   Randwinkel

GRID LOAD CAPACITY

All products standard in Global White. All measurements in millimetres. All sizes are nominal. Product availability may vary. 
Please contact us or visit www.knaufarmstrong.com for more information.
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SILHOUETTE 6 mm - XL2 System
The following table gives the maximum permitted hanger distance (mm) along the  
Silhouette 6mm Main Runner (87 40 82) for the tile weights and Main Runner spacings noted.

•    Values in the above table conform to Class 1 as defined in EN 13964:2014 table 6. 
For other classes/deflection limits please contact your local Armstrong Technical Sales team.

•    Values are applicable for 600 x 600 mm tiles assuming that the maximum deflection of the 
grid is L/500 but not greater than 4 mm (L = span).

•    e detectors, sprinklers, hanging 
signs etc. are permitted.

•    No overlays such as mineral wool or fibre glass quilts, as may be required for enhanced 
acoustic, fire or thermal performance, are permitted unless their full weight is established and 
included, together with the weight of the tile, within the appropriate weight groups.

Silhouette 6 mm Main Runner - 87 40 82
Main Runner 
centres (mm) 1200 600

Cross Tee(s) 87 30 82
87 20 82

87 20 82

Configuration
(Main Runner

horizontal)

Weight of ceiling tile 
(kg/m2) Maximum suspension spacing along Main Runner (mm)  

2.5 kg/m² 1700 2000
3.0 kg/m² 1600 2000
3.5 kg/m² 1550 1900
4.0kg/m² 1500 1850
5.0 kg/m² 1400 1750
5.5 kg/m² 1350 1700
6.0 kg/m² 1300 1650
7.0 kg/m² 1250 1550
8.5 kg/m² 1150 1500
10.5 kg/m² 1100 1400
13.0 kg/m² 1050 1300

MR MR

MR

MR
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Alle Maße sind in Millimetern angegeben. Alle Größen sind nominal.
Die Querschienen werden jeweils rechts voneinander in die Konnektorstanzungen der Hauptschiene eingesetzt und einfach ineinander geschoben.

Brandverhalten Euroklasse A1 
gemäß EN 13501-1

RUS KM0 (NG) / KM1 (G1, V1, D1, T1) 
gemäß 123-FZ

Luftqualität

A+

Reinigung

Nachhaltigkeit
EN ISO 14021

25%

Gestaltungs-
möglichkeiten

Die Produktverfügbarkeit kann sich von Land zu Land unterscheiden. 
Für weitere Informationen wenden Sie sich bitte an Ihren persönlichen Vertriebsansprechpartner.
Weitere Informationen und rechtliche Hinweise finden Sie auf unserer Website.
knaufceilingsolutions.com


